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2024 Mullen ONE  
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Email: KJoye@Mullenusa.com

Cell: 313-569-2440

Mullen Upfitter Integration

5755 New King Court

Troy, Mi. 48098
  2024 Mullen ONE Commercial Upfit Guide 
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5.1 Model Chart

Vehicle Chassis Specs

6.1 Vehicle / General Arrangement

Body Exterior

7.1 Cargo Weight Distribution

8.1 Exterior Door Openings

9.1 Roof Bow Locations

10.1 Cargo Interior

11.1 Interior Tie-Downs

12.1 Interior H- Point
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13.1 Spare Tire Location

14.1 Front Axle 

Track / Clearance

15.1 Rear Axle 

Track / Clearance

16.1 Upfitter Electrical Interface

17.1 Electrical No Drill Zones 

18.1 Air Bag Deployment Zones

19.1 Air Bag Deployment Zones cont.
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Model Body 
Style

Wheelbase
(mm/in)

GVWR
(kg/lbs)

GAWR
(kg/lbs)

Front / Rear

Curb
Front / Rear

(kg/lbs)

Max 
Payload
(kg/lbs)

Mullen
ONE

Cargo 
Van

3048 mm
120”

2213 kg
4881 lbs

1135 kg 2497 lbs /
1375 kg 3025 lbs 

1450 kg
3198 lbs

763 kg
1683 lbs

Mullen 
CAMPUS

Campus 
Van

3048 mm
120”

2213 kg
4881 lbs

1135 kg 2497 lbs /
1375 kg 3025 lbs

1450 kg
3198 lbs

763 kg
1683 lbs
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M o d e l  C h a r t   
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Dimension Description mm / inch

L1 WB 3048 / 120”

L2 (CAMPUS) OAL 4724.4 / 186”

L2 (ONE) OAL 4940.3 / 194.5”

L3 (CAMPUS) BA 533.4 / 21”

L3 (ONE) BA 749.3 / 29.5”

L4 AF 889 / 35”

W1 AW 1902.4 / 74.9

W2 Track 1397 / 55”

H OH 1905 / 75”

Ve h i c l e  /  G e n e r a l  Ar r a n g e m e n t

CAMPUS

15
ONE
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1679.7

595.12

C a r g o  W e i g h t  D i s t r i b u t i o n
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Side Doors A B C

mm / inch 873.7 / 34.4” 800.1 / 31.5 1092.2 / 43”

Rear Door A B C D

mm / inch 1041.4 / 41” 1206.5 / 47.5 1193.8 / 47” 1193.8 / 47”

E x t e r i o r  D o o r  O p e n i n g s
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447.6 555.6 609.6 165.1

165.1

R o o f  B o w  L o c a t i o n s

Load Rating Lbs. / kg

Max Payload                                              2100 / 952.5

Curb Weight 3133 / 1421.1

GVWR 5533 / 2509.7

Roof Payload 300 / 136

Drill Zones for Roof 
Rack mounting

1
2

8
2

.7

1
1

1
7

.6

2946.4

2641.6152.4

152.4



2024 Mullen ONE Commercial Upfit Guide 10

Dimension mm / inch

A                                              2679.7 / 105.5”

B 2654.3 / 104.5”

C 1330.9 / 52.4”

D 1259.8 / 49.6”

E 1455.4 / 57.3”

F 1130.3 / 44.5”

G 1155.7 / 45.5” 

H    622.3 / 24.5”

I n t e r i o r  C a r g o  S p a c e  

Bulkhead / Partition and other permanently 
mounted upfit equipment must be min 2.0” or 
50 mm rearward of front seat back  
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Dimension A B C D

mm / inch 1381.76 / 54.4” 558.8 / 22” 840.7 / 33.1” 977.9 /38.5”

I n t e r i o r  T i e  D o w n s
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165.1 165.1

279.4

I n t e r i o r  H  P o i n t
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C h a s s i s  /  S p a r e  T i r e  L o c a t i o n

Aft Rear Axle - Full Size Spare 
889.0
35”

571.5
22.5”
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Tire Size/Ply Front 
GAWR

Tire Width H Susp
148-1

Track
102-2

Tread
Width

Tire Radius
Unloaded / Loaded

175 70R 14 C /6 1135 kg
2497 lbs

190.5 / 7.5” 228.6 / 9” 1371.6 / 54” 1562.1 / 61.5” 299.7 / 11.8”
279.4 / 11”

F r o n t  Ax l e



Rear Axle
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Tire Size/Ply Rear 
GAWR

B C D E F F H Shock
148-2

H Axle
156 

Track
102-2

Tread 
Width

Tire Radius
Unloaded / Loaded

175 7R 14C / 6 1375 kg 
3025 lbs

1181.1
46.5”

114.3
4.5”

TBD 299.7
11.8”

53.3
2.1”

190.5
7.5”

114.3
4.5”

152.4 
6”

1409.7
55.5”

1409.7
55.5”

299.7 / 11.8”
279.4 / 11”

R e a r  Ax l e



•See Mullen Upfitter Integration Documents

• Bulletin #102 No Drill Zones

• Bulletin #107 Chassis Upfit Electrical Connections

• Mullen ONE Chassis Electrical Guide
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U p f i t t e r  E l e c t r i c a l  I n t e r f a c e
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U p f i t t e r  E l e c t r i c a l  N o  D r i l l  Z o n e s
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Dimension A B C D E F

mm / inch 698.5 /27.5” 701 / 27.6” 589.2 / 23.2” 624.8 / 24.6” 157.4 / 6.2” 45.7 / 1.8”

Ai r  B a g  D e p l o y m e n t  Z o n e s  /  M u l l e n  O N E   
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Dimension A B

mm / inch 149.8 / 5.9” 1023.6 / 40.3”

Dimension A B C D

mm / inch 1295.4 / 51” 259 /10.2” 591.8 / 23.3” 805.1 / 31.7”

Ai r  B a g  D e p l o y m e n t  Z o n e s  /  M u l l e n  O N E  
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